
800-327-6868  |  JJKeller.com/Seals

HIGH SECURITY

J. J. KELLER® HBSBP
BARE PIN CONTAINER BOLT SEAL

Common Applications

Border 
Crossing

Truck/Ocean/
Rail Transport

Container 
Storage/
Inventory

High-Value 
Loads

Agriculture/
Food

For over 70 years, J. J. Keller has been the industry leader, 
helping transport companies maintain safe, compliant 
and secure operations. We offer seals for every level of 
security and a range of industries, including our new 
proprietary seals.

Features
• �Made of hardened low-carbon steel with zinc coating for 

strength, security and protection from rust and corrosion
• C-TPAT compliant
• �High-impact ABS plastic overmolded barrel withstands 

exposure to the elements
• �Numbered barrels and unnumbered pins can be 

interchanged; therefore, they are not connected, allowing 
more compact packaging that takes up less storage space

• �Laser etched ABS plastic provides high-contrast marking for 
greater readability and more security than just surface printing

• �.315" (8mm) diameter uncoated pin makes it easier to fit in 
smaller or mis-aligned hasp openings than coated pin bolt 
seals

• �Personalized seals with your company name and choice of 
numbers also available

Common Equipment Uses
• Trailer Door Latch
• Intermodal Container Door Latch
• Rail Boxcar Latch

MODEL #: HBSBP
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 J. J. KELLER® HBSBP
BARE PIN CONTAINER BOLT SEAL

Dimensions
PIN: 3.31" L x .72" W x .72" H  

(84.0mm L x 18.2mm W x 18.2mm H)

BARREL: 1.30" L x .89" W x .85" H 
(33.0mm L x 22.6mm W x 21.6mm H)

PIN DIAMETER: .315"
(8.0mm) 

OPERATIONAL 
LENGTH:

2.15"
(54.5mm)

OVERALL 
ASSEMBLED 
LENGTH:

3.57" 
(90.8mm)

Colors
COLOR STOCK 

Blue 77811

Orange 77813

Yellow 77815

White 77816

Packaging
• �Clear blister pack trays keep seals from shifting and allows 

easy viewing; seals organized in sequential order
• Inner Pack: 10 seals per tray
• Carton Pack: 250 seals
• Carton Weight: 39.84 lb  (18.07 kg)
• �Carton Dimensions: 20.3" L x 8.5" W x 4.7" H   

(51.5cm L x 21.5cm W x 12.0cm H)

Marking
• �Stock: Laser-etched with J. J. KELLER® SEAL text and 8 digit 

sequential numbers
• ��Barrel Marking Area: .86" W x .27" H                             

(22.0mm W x 7.0mm H)
• �Personalized seals include company name/text (up to 17 

characters); sequential numbering (up to 10 digits) on 
barrel

Tensile Strength
> 3,417 lbf  (>10 kN)
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Material
• Hardened Low-Carbon Steel with Zinc Coating 
• ABS Plastic
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